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Technical Specifications

Average linear drumload         

Amplitude

Frequency I/II
Centrifugal force at Frequency I/II

Drum width

Drum diameter

Drum thickness

Lateral drum offset

Distance between axles
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Drum width
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WEIGHT

TANK CAPACITIES

COMPACTION PERFORMANCE

DRUMS

DIMENSION

DRIVE/TRANSMISSION

UNIT

Operating weight CECE

Average axle load CECE

Fuel capacity

Hydraulic oil capacity

kg

kg

I

I

HR30T-9

3,000

1,500

50

40

12.00

0.5

52 / 58

29 / 37

1,250

750

12

50

1,830

1,414

166

2,720

750

2,670

2,740

3,990

1,300

1,250

±30o

0-10

±12

30 / 35

HR25T-9 HR26T-9

2,450

1,225

2,650

1,325

50

40

50

40

12.25

0.5

53 / 61

21.5 / 28

11.04

0.5

53 / 61

25 / 34

1,000

750

12

50

1,200

750

12

50

1,830

1,180

166

2,720

750

2,670

2,865

3,865

1,050

1,000

±30o

1,830

1,364

166

2,720

750

2,670

2,765

3,965

1,250

1,200

±30o

0-10

±12

30 / 35

0-9

±12

30 / 35

OPTIONAL EQUIPMENT

Lighting according Road Traffic Regulations (StVZO)

Back up alarm

Rotating beacon

Edge cutting and pad roller

Special color

Environmentally friendly hydraulic fluid

STANDARD EQUIPMENT

ROPS roll bar, Foldable

Hydrostatic drive

Hydrostatic vibration system at both drums

Automatic vibration mode, double / single vibration

Pressurized interval sprinkler system

Both drums equipped with spring-loaded brakes

Manual emergency stop switch with touch sensitive switch at the seat

2 resilient vulcolan scraper blades per drum

Spring-mounted driver's compartment

4 working headlights

Driver's seat with arm rests and safety belt

Lockable dashboard

Laterally slidable seat = Standard

UNITSPRINKLER SYSTEM

Number of water tanks

Tank capacity (litre)

Number of pumps
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ENGINE
Machine

Model

Output

Tier 2
Engene

HR25T-9

Deutz D
2011 L2i

23 Kw / 31 HP

HR26T-9

Deutz D 
2011 L2i

23 kw / 31HP

HR120C-9

Deutz D 
2011 L2i

23 kw / 31HP




